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RAMKA 

CONSTRUCTION 

CHEMICALS 

 

 

POLYESTER+® 
Concrete Fibers 

 
POLYESTER+® Polyester fibre for improving concrete 

cohesion and pumpability, suitable for floor concrete, 

reducing fresh-concrete bleeding, and improving the 

tensile, compressive, and impact resistance of 

concrete. 

Advantages / Benefits 

▪ Improves concrete cohesion and pumpability. 

▪ Suitable for floor concrete. 

▪ Reduces fresh-concrete bleeding. 

▪ Improves the tensile, compressive, and impact 

resistance of concrete. 

Dosage 

0.5–1.5 kg per m3 of concrete or mortar. 

Guideline for Use 

Add the fibres at the final mixing stage after the 

cement and water. If a plasticizer is used, add it 

before the fibres. Additional plasticizer may be 

required after adding the fibres. 



Product Data Sheet 
POLYESTER+® CONCRETE FIBERS 
Release 2026-10-26 | r53 

2 | P a g e  

  

 

Product Information 

Chemical base Polyester 

colour Colourless 

Physical state Solid 

brand RAMKA 

Packaging 20 kg 

Fibre length 12 mm 

Shelf life 2 years 
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Important Notes: The information, and, in particular, the recommendations relating 
to the application and end-use of RAMKA products, are given in good faith based on 

RAMKA's current knowledge and experience of the products when properly stored, 

handled and applied under normal conditions in accordance with RAMKA's 

recommendations. In practice, the differences in materials, substrates and actual site 

conditions are such that no warranty in respect of merchantability or of fitness for a 

particular purpose, nor any liability arising out of any legal relationship whatsoever, 
can be inferred either from this information, or from any written recommendations, 

or from any other advice offered. The user of the product must test the product’s 

suitability for the intended application and purpose. RAMKA reserves the right to 

change the properties of its products. The proprietary rights of third parties must be 

observed. All orders are accepted subject to our current terms of sale and delivery. 
Users must always refer to the most recent issue of the local Product Data Sheet for 

the product concerned, copies of which will be supplied on request. 
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